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FLAT TOP FOR SHALLOW
MANHOLES

&FWQ:—CAST IRON FRAME AND COVER

-~ |— GRADE RINGS 2", 3", 4", 5", AND 6"

4’ ECCENTRIC CONE

1=
W4.0 (266" DIA) WRE |1,
ON 3" TO 5" CENTERS _1 |
CIRCUMFERENTIALLY UP ~ 4 |=—
THE TAPER :
[ 2
VERTICAL PIPE SECTIONS = i
AVAILABLE IN 1° THRU 7' e 4,
SECTIONS : R
5= ; -
» &
A
2 X 8 WIRE MESH W2.5/W2.0  r4+= )
HORIZONTAL WIRE éN 2 1 a PIPE OPENINGS CAST IN AT
CENTERS. WRE MEETS | s NGINEERED INVERTS AND
ASTM A—82. - % ANGLE PER PLANS

—L e

10" bomr o A e e T T
- L B T A IR

4 -ae T g A gl

| |

NOTES:

1. MANUFACTURED TO ASTM
C—478 SPECIFICATIONS

2. BASE SLAB REINFORCEMENT,
#4 @ 9° O.CEMW.

60”¢ ECCENTRIC MANHOLE
ASSEMBLY WITH FLAT BASE SLAB



